A | B | [¢ D E | F
DIMENSIONAL DIAGRAM TERMINAL DETAILS
9% UPPER TERMINAL BLOCK
| 120 , P , For Analog Input (4 to 20 mA DC)
- > ! ! 1 2 3 1 5 6 [ 7
! o A | | ) _ - _ ‘ v
_______ GND | X [ 4-20mADC | X [ 4-20mADC
A OUTPUT 2 INPUT 2
CHANNEL-1 8 9 10 11 12 13 14
B A = + = +
RS485 420mADC | X [ 4-20mADC
Modbus OUTPUT 1 INPUT 1
92 96 7 96 For RTD Pt-100 Input
1 2 3 4 5 [ 6 [ 7
GND | X - ; = o
4-20mADC RTD Pt-100
00 OUTPUT 2 INPUT 2
8 9 10 11 12 [ 13 14
4 ASHE cv-a2 B A — * -1 -
**** v RS485 4-20mADC RTD Pt-100
— - - Modbus OUTPUT 1 INPUT 1
LOWER TERMINAL BLOCK
TECHNICAL SPECIFICATIONS e
NO| C [NC|NO|[ C [ NC
. Relay-3 Relay—4
Dual Channel Indicator & Controller T E TS I 2 T B T
L N [ E NO| C [NC[NO| C | NC
Model : ASHE CY-92. AC POWER SUPPLY Rela
y—1 Relay-2
Type Dual Channel Process Indication with Control action. TERMINAL DESCRIPTION
Input 1 RTD PT-100 (3-wire) - OR - 4 to 20 mA DG
= Wi _ _ For Analog Input (4 to 20 mA DC) For RTD Pt-100 Input
Inpu‘ 2 RTD PT 100 (3 ere) OR 4 tO 20 mA DC . TERMINAL | NOTATION DETAILS TERMINAL | NOTATION DETAILS
Indication . Dual Four-digit seven-segment 1/2" red LED displays. NO: No:
1 GND RS485 Modbus 1 GND RS485 Modbus
Scale Range : -999 to +9999. 2 X No Connection 2 X No Connection
. . . 3 = 4 to 20 MADC 3 - 4to 20 mADC
Calibration . Configurable from Front Keypad 4 + Dutput 2 2 - Output 2
Retransmission  : Two analog outputs : 4 to 20 mA DC for each Input (optional). . : P . - R
Load capacity : 600 Ohms (each). I £ ot I :
Communication  : RS485 on Modbus RTU protocol (optional). 9 A RS485 Modbus o A RS485 Modous
10 - 4to 20 mADC 10 - 4to 20 mADC
Response Time  : <100 mSec. 11 : Outputt 11 5 Output 1
12 X No C i 12 -
Control outputs Four Relays - Two change-over contacts 13 - 21020mADC 13 - Rﬂﬁpﬁ‘;}m
(programmable) for each Input. " = 0z " =
Contact Rating . 10 Ampere @ 230 V AC (resistive loads). 13 NCC Relay-3 13 NCC Relay-3
Accuracy : >20.1% (for 4-20 mA DC Inputs) 18 NO 18 NO
>+ 0.2% (for RTD Pt-100 Inputs) - — Relay4 ;ﬁ - R
H . : 21 NO 21 NO
Ingress Protection : IP 54 execution % £ T o = Relay-1
Weight . Approximately 500g gi zg gj zg
Power Supply : 90to 270V AC, 50/60 Hz. 25 © Relay-2 25 C Relay-2
. . 26 NC 26 NC
Dimensions © 96 x 96 x 120 mm [HxWxD]. 27 L 90 to 270 VAC, 27 L 90 to 270 VAC,
H 28 N 50/60 H. 28 N 50/60 H:
Enclosure Industrial grade ABS % & P sﬁppw % A AC Powar sﬁppw
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