
 

pH Meter Operating Manual  

 
 
The Power ON Screen on the OLED Display as indicated for some seconds shall be as 
follows:- 
 

       PH         07.02 
       TEMP     0025 

 

 Press Enter + INC + DEC key together to go to calibration mode, then 
display shows- 

PASSWORD 

0000 

 
Press DEC key to select digit & INC key to set value. Password is 2. 
 
Press PROG key then – 
 

RTDL 0.1 

1868 

(Not Applicable to User) 
 
Press PROG key then – 
 

RTDH 0.1 

4836 

(Not Applicable to User) 
 
Press PROG key then – 
 

PH-7 

0026 

(Not Applicable to User) 
 
Press PROG key then – 
 

PH-0 

0026 

 (Not Applicable to User) 
 
Press PROG key then – 
 

IPC 

0000 

IPC means Input correction, it can be set from -10 to 10. 



 
Press PROG key then – 

SET PH FOR 4-mA 

00.00 

  
It can be set from 00 to 14 by using INC/DEC keys. 
 
Press PROG key then – 
 

SET PH FOR 20-mA 

14.00 

 
It can be set from 00 to 14 by using INC/DEC keys. 
 
Press PROG key then – 
 

SENSOR OPEN O/P 

2 mA 

 
If press INC/DEC keys then display will show- 
 

SENSOR OPEN O/P 

22 mA 

 
 
Press PROG key then – 
 

O/P TIMER 

0000 

 
Press DEC key to select digit & INC key to set value. It can be set from 0 to 60 
Seconds. 
 
 
Press PROG key then – 
 

4-mA 1 

0158 

(Not Applicable to User) 
 
 
Press PROG key then – 
 

20-mA 1 

0250 

(Not Applicable to User) 
 
 
 



Press PROG key then – 
 

4-mA 2 

0158 

(Not Applicable to User) 
 
 
Press PROG key then – 
 

20-mA 2 

0250 

(Not Applicable to User) 
 
Press PROG key then display comes back to Main window. 
 

PH            07.02 
TEMP        0025 

 
 Press  INC + DEC key together to go to User Setting mode, then display 

shows- 
 

PASSWORD 

0000 

 
Press DEC key to select digit & INC key to set value. Password is 2. 
 

MENU 

1>CALIBRATION 

 
Press INC or DEC key to select parameters. If select CALIBRATION- 
 
Press PROG key then – 
 

ENTER 7 PH 

07.00           06.98 

 
This is actual value sense by PH sensor. 
 
Press PROG key then – 
 

ENTER 4 PH 

04.00           03.98 

 
 
Press PROG key then – 
 

ENTER 9.2 PH 

09.20           09.01 



 
Press PROG key then – 
 

DEF 

00.00 

(Not Applicable to User) 
 
 
Press PROG key then – 
 

SPLO 

05.00 

 
This is the Set point for Relay-1. 
 
e.g. If SPLO is set 05.00 then Relay 1 will energize below 05.00 pH value. 
 
Press PROG key then – 
 

SPHI 

08.00 

 
This is the Set point for Relay-2. 
 
e.g. If SPHI is set 08.00 then Relay 2 will energize above 08.00 pH value. 
 
Press PROG key then display comes back to Main window. 
 

        PH            07.02 
        TEMP        0025 

 
Press INC and DEC key together to set another parameters. 
 

PASSWORD 

0000 

 
Press DEC key to select digit & INC key to set value. Password is 2. 
 

MENU 

2>OUTPUT CAL 

 
Press INC or DEC key to select parameter. If select Menu OUTPUT CAL- 
 
Press PROG key then – 
 

4-mA 1 

0158 

(Not Applicable to User) 
 



 
Press PROG key then – 
 

20-mA 1 

0250 

(Not Applicable to User) 
 
Press PROG key then – 
 

4-mA 2 

0158 

(Not Applicable to User) 
 
Press PROG key then – 
 

20-mA 2 

0250 

(Not Applicable to User) 
 
Press PROG key then display comes back to Main window. 
 

PH            07.02 
TEMP        0025 

 
Press INC and DEC key together to set another parameter. 
 

PASSWORD 

0000 

 
Press DEC key to select digit & INC key to set value. Password is 2. 
 

MENU 

3>SET PASSWORD 

 
Press INC or DEC key to select parameters. If select Menu SET PASSWORD- 
 
Press PROG key then – 
 

ENTER OLD PASSWD 

0000 

 
Press PROG key then – 
 

ENTER NEW PASSWD 

0000 

 
 
 



Press PROG key then display comes back to Main window. 
 

PH            07.02 
TEMP        0025 

 
Press INC and DEC key together to set another parameter. 
 

PASSWORD 

0000 

 
Press DEC key to select digit & INC key to set value. Password is 2. 
 

MENU 

4>ENTER NOTE 

 
Press INC or DEC key to select parameter. If select Menu ENTER NOTE- 
 
Press PROG key then – 
 

ENTER NOTE 

0000 

 
Press DEC key to select digit & INC key to set value. It can be set from 0000 to 
9999. 
 
Press PROG key then display comes back to Main window. 
 

    PH             07.02 

    TEMP         0025 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 
 
 
 
 


