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OPERATION AND SETTINGS  
 
 

At Power On, the display will show ambient temperature. Settings for 
maximum temperature and high temperature must be done using the two 
keys.  
 
The instrument has two keys on the front panel, the functions of which are 
as below: 

 
 
 
The following is the sequence of settings on this module. All settings to be done using INCREMENT 
key. For saving the selected value, use SET key.  
 

CONTROL SETTINGS 
 

NOTE:  
Relay will energise above High set point or below the low set-point. Within this range, the 
Relay will be de-energised. 

 

KEY PRESSED INITIAL DISPLAY ATERNATING 
DISPLAY 

FUNCTION 

POWER ON 24  Ambient Temperature is displayed. 

Press 

SET and INC 

Together 

OF 00 Set offset using increment keys.  

This setting allows the operator to 
increase or decrease the indicated 
temperature by –9 to +9OC. 

Press SET HA 50 Set maximum Temperature range. 
(Minimum temperature is 0OC) 

SET rL 20 Set the value for Low Alarm set 
point 

SET rH 40 Set the value for High Alarm set 
point 

SET HY 00 Set Hysteresis for alarm 

The range available is 0 to +20OC 

SET 24  Ambient Temperature is displayed 

 
The SET key is the central key to be used to access the 
settings of the instrument.  
Pressing this Key allows the operator to view, change and 
save the parameters i.e Low Alarm, High Alarm and 
Hysteresis. 

 
The Incrementing key allows the operator to select the 
numeral on an increasing scale. The digit will sequentially 
display 00, 01, 02 …. 99 on each pressing of the key. This 
may be used to set the ALARM set points. The 
incrementing speed increases if the key is kept pressed. 

SET 
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TECHNICAL SPECIFICATIONS 
 
 
 
 

Model    : ATS-40 

Type                 : Rack Temperature monitoring unit with Relay contact 

Input Signal   : Electronic built-in Sensor. 

Control Output   : Potential-free Relay Change–over contacts. 

Contact Rating    : 7 Amp @ 230 VAC (Resistive Loads). 

Setting            : By two-keys front keypad. 

Indication   : Digital temperature readout. 

Display    : Two-digit red seven-segment display. 

Type of display    : 0.4” LED Bright red. 

Power Supply           : 230 V AC, 50 Hz. 

Response time   : Typically 20 mS to within one count of the final value. 

Linearity    : ± 1% FS. 

Dimensions    : 35 x 75 x 50 mm (W x H x D) 

Execution   : DIN-Rail mounting. 

Ambient Temperature  : 0 to 50OC 

 


