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TECHNICAL SPECIFICATIONS

Digital Flow Indicator Totalizer

Model

Type

Input Signal
System
Display
Indications

Flow Rate Scale Range
Rate Calibration Range
Retransmission

Load Driving capacity
Communication
Totalizer range
Decimal point
Response time

Control Output
Contact rating
Accuracy

Resolution

Power Supply

Auxillary Power supply out

Dimensions

Enclosure

ASHE MX-450-W

Digital Flow Indicator Totalizer in weatherproof execution.
4 to 20 mA DC (Optionally 0-10 KHz frequency signal)
Two wire / Four wire [to be specified].

Seven-segment %2" red LED display.

Four digit for Flow Rate display.

Eight-digit for Totalizer display.

0t0 9999.

Configurable from front Keypad.

4 to 20 mA DC retransmitted [optional].

Upto 600 Ohms.

RS485 on Modbus RTU protocol (optional)
01099999999 [eight-digit].

Selectable for both displays.

Typically 100 mS to within one count of the final value.
Two control relay change-over contacts.

10 Ampere @ 230 V AC (Res. Loads).

+0.1% FS.

+0.1%, 1 digit.

90 to 270 V AC, 50/60 Hz

24V DC at 100mA for Aux Transmitter Power.

166 x 161 x 121 mm

[L x W x D].

Industrial grade Polycarbonate.

L]0 O L] Ingress Protection IP65 execution
Weight Approximately 1 kg.
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