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TECHNICAL SPECIFICATIONS

ANALOG SIGNAL ISOLATING REPEATER

(SPLITTER).

Model

Type
Principle

Input Signal
Indication
Output Signals

Load Driving Capacity
Linearity

Isolation

Isolation type
Isolation level

Output protection
Calibration facility
Accuracy

Power Supply

Dimensions
Enclosure

Ingress Protection
Weight
Operating Temperature

ASHE TX-234.

Analog Signal Isolating Repeater (Splitter).
Optical Isolation, Signal Conditioning and
Amplification.

410 20 mA DC [or as required].

Red LED for Power On.

Four isolated and buffered outputs of
410 20 mA DC [or as required].

600 Ohms for each output.

+ 0.1%.

Between Input // Outputs // Power Supply.
Optical and Galvanic.

1.5 kV rms for one minute.

Short / Open Circuit protection.

Zero and Span settings [external].

+ 0.1%.

90 to 270 V AC, 50/60 Hz

(optionally 24 VDC)

45x100x 110 mm.[W x H x D].
Industrial grade ABS. DIN Rail / Wall
mounting.

IP 40 execution

Approximately 0.4 Kgs.
010 55°C

NOTES: All Dimensions In mm
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A C D E F
TERMINAL DETAILS TERMINAL DESCRIPTION
UPPER TERMINAL BLOCK For Analog Input (4 to 20 mADC or 0 to 10 VDC) For Resistance (3-wire) Input
3 7 5 4 3 1 TERMINAL | TERMINAL| o o o0 DETAILS TERMINAL | TERMINAL | o o DETAILS
X _ — X BLOCK NO. BLOCK NO.
1 X No Connection 1 X No Connection
NO OUTPUT 1 OUTPUT 3 NO 2 + 2 +
NO CONNECTION Output 3 Output 3
CONNECTION| (4-20 mA DC / 0-10 VDC) (4-20 mA DC / 0-10 VDC) | CONNECTION 3 _ (4-20 mA DC / 0-10 VDC) 3 _ (4-20 mA DC / 0-10 VDC)
UPPER 4 X ) UPPER 4 X .
No Connection No Connection
BLOCK 5 X BLOCK 5 X
17 18 19 20 21 22 23 24 6 + Output 1 6 + Output 1
X . — X X + — X 7 - (4-20 mA DC / 0-10 VDC) 7 - (4-20 mA DC / 0-10 VDC)
NO OUTPUT 2 NO CONNECTION OUTPUT 4 NO 8 X No Connection 8 X No Connection
CONNECTION | (4-20 mA DC/ 0-10 VDC) (4-20 mA DC / 0-10 VDC) | CONNECTION 9 L/(+)__| 90to 270 VAC, 50/60Hz 9 L/ (+) | 90 to 270 VAC, 50/60Hz
10 N/(-) AC Power Supply 10 N/(-) AC Power Supply
11 E (or 24 VDC Supply) 11 E (or 24 VDC Supply)
LOWER TERMINAL BLOCK LOWER 12 X LOWER 12 X
BLOCK 13 X BLOCK 13 X
= £ ot z £ L L 2 14 X No Connection 14 X No Connection
L/ (+) N/(-) E X X X X X 15 X 15 X
AC POWER SUPPLY 16 X 16 X
NO CONNECTION
(or DC SUPPLY) 17 X No Connection 17 X No Connection
18 + Output 2 18 + Output 2
19 - (4-20 mA DC / 0-10 VDC) 19 - (4-20 mA DC / 0-10 VDC)
For Analog Input (4 to 20 mA DC) UPPER 20 X . UPPER 20 X )
No Connection No Connection
BLOCK 21 X BLOCK 21 X
25 26 27 28 29 30 31 32
22 + Output 4 22 + Output 4
+ - X X X X X X 23 (4-20 mA DC / 0-10 VDC) 23 - (4-20 mA DC / 0-10 VDC)
4-Zolrrzl1l/’-\ul?l'c5{(?l:lleLVDc NO CONNECTION 24 No Connection 24 X No Connection
25 + 4to 20 mA DC/0-10 25 X No Connection
26 VDC INPUT SIGNAL 26 .
27 X 27 — Resistance 3-wire
i -Wi INPUT SIGNAL
For Resistance (3-wire) Input LOWER 28 " LOWER ” —
BLOCK BLOCK
25 26 27 28 29 30 31 32 29 X No Connection 29 X
X + - - X X X X 30 X 30 X No Connection
NO RESISTANCE (3-WIRE) 2 X 2 X
. NO CONNECTION 32 X 32 X
CONNECTION INPUT SIGNAL
NOTE: In any configuration, all four outputs can be either 4 to 20 mA DC or 0 to 10 VDC
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